Existing Structurs:

The bridge is g two-span continucus plate girder structure with vaulted abutments
and an 8-inch reinforced concrete deck with o 7-inch
The original struciure was buill in 1969 as F.A.L. Route 90, Section 22-2HB-2. In
1985, the deck was widened patched and overlaid, new approaches were buili and the
expansion joints and bearings were reconstructed. In 1996, the expansion joints were
reconstructed. In 2002, the bridge was painted.

Staged construction shall be ulilized to maintain traffic during construction.
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Remove and replace overlay \ D
. 4 ~— Lxist. 307 Approach Slab Typ.
Y € Pier & Grand Ave. R — Limits of Protective Shield Exist. 3 pproach Siob 1yp 1. Bridge Deck Hydro-scarification.
Remove existing Silicone Joint — plus 2 fi. outside parapets . . , o
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Sealer Expansion Joints and P 2. Repgir bridge deck and vaulted spans.
replace with Preformed Joint _Lé_/_\_/ 3. Repair approach slab.
Strip Seal yp. 4. Reconstruct deck joints at each abulment with preformed joint strip seal.
5. Place new overlay.
6. Repair substructure.
7. Clean and reseal refief joinlis af Ihe ends of approach pavemeni connectors.
8. Apply concrete sealer to parapets, approach slabs, cbutment seats and backwalls.

Limits of Protective Shield

e ¢ Grand Ave.

ELEVATION

DESIGNED - MFB
CHECKED - KWS
ORAWN - RMG
CHECKED - KWS

Structure Location
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GENERAL PLAN AND ELEVATION
[-290 WB OVER GRAND AVENUE
DUPAGE COUNTY
STATION 223+83
STRUCTURE NO. 022-010!

olfred benesch & company

£ngineers « Surveyors - Planners SHEET NO. 1 RTE'

F.AL ' TOTAL | SHEET
SECTION COUNTY  |oteTs| “Ne
22(1, 1-1, 2&3)RS-7 DUPAGE 546 | 281

3 y 290~
benesch &&= 55

312-565-0450 Job No. 10050 9 SHEETS

CONTRACT NO. 60G51

FED. ROAD DIST. NO.  |ILLINOIS| FED. AID PROJECT

uments.contract_ I\SN.022.0101_0102_Grand_Ave\B101-60651-801-gpe.dgn

\10820s\18850\engineering.do

x

22

01

18

1INI2\22029




